


Accuracy:

Failsafe Current : <

Max. Internal Voltage:

(180 days 25°C ± 10°C) ± 0.02% of reading and
± 0.02% of range for 20 ohm through 20 Kohm ranges.

8 mA - 20 Ohm range, < 1.5 mA - for 200
ohm range, <15µA for the 200 Kohm range.

4.8 VDC - 4 ea. 1.2 V Ni-CADS

4½ digit (19999) L.E.D. - 20,000 counts , ultra brite
readable in sunlight

4 Wire Kelvin, 5 Way Gold Plated
Binding Posts - accepts wires, spade lugs, banana jacks etc.

Display flashes
250 VDC

0°C to 50°C
Approximately 3 per second

Rechargable Ni-Cad batteries (5.0 AHr) & Charger
(115 VAC 50-60 Hz)

235mm/9" D x 254mm/10" W x 76mm/3" H
1.6 KG/3.5lbs NET 3 KG/6.5 lbs shipping

Display:

Terminal Configuration:

Overload Indication:
Maximum Input:
Operating Temperature Range:
Display Update Rate:
Power:

Size:
Weight:

Specifications

Ordering Information

620A-4 Explosive Safety Igniter Tester
Ultra-Safe Resistance Measurement

Option"247r

RS232C
Interface
revision 2.0

FUSE - 2 ampere
3AG FAST BLO

AMPTEC 620A-4 REAR PANEL DIAGRAM
fitted with Options "232" and "247"

V V IHI LO HI LOI

FUSE

Option "247" DC Power Supply Gold Plated Rear
Terminal Input Strip

MODEL NUMBER 620ES
SERAIL NUMBER 620ES-795

Optically Isolated RS232C Interface

P/N "OPDBP"
P/N "OP100”
P/N "OP110"
P/N "OP232"
P/N "OP247"
P/N "OP300”
P/N "OP401”
P/N "OP403”
P/N "OP519”
P/N "620ISO"

Re-Chargeable Dual Battery Pack . . . . . . . . . . .
Hardshell Meter/Accessory Carrying Case . . . . . .
Test Lead Pouch (mounted on units lid) . . . . . . .
Optically Isolated RS232C serial interface . . . . . .
24Hr/7 day Isolated Continuous Operating Power . .
Kelvin Clip Lead Set (with gold clips) . . . . . . . .
Single Point Handheld Mini-probes . . . . . . . . . .
Handheld Kelvin Mini-probes ( 4 pointed) . . . . . .
Rack Mount Adapter with support tray . . . . . . .

. . . .Isolated Analog Output Interface . . . . . .
.
.

AMPTEC 620A4 Explosive Safety Igniter Tester . . . .

- - - - - - - - Optional Items - - - - - - - - -

Kelvin Leads, Probes Accessories and Options

All AMPTEC 620 series test lead and probe sets are a minimum 48"
length, dual banana termination at the ohmmeter end (call the Sales
Department at AMPTEC RESEARCH for any custom requirement).

with
enough storage room to hold a variety of test leads and accessories
(see photo above).

open to ½" for connection to wires, lugs, etc.

- ideal for
probing into recessed squib wire sockets, and onto larger metal
surfaces (flat or round) such as flares, rounds and shells, that do not
easily accept test lead clip attachment.

(photo shown above)
with 0.18"

separation. (one red and one black handheld probe). Excellent general
purpose Mini-Probe, and along with the Option "300" Kelvin Clip
Leads easily fit inside the AMPTEC 620ES Test Lead Pouch (OP110).

provides an isolated DC
Voltage output directly proportional to the measured resistance
( 1.2345 VDC =1.2345 ohms). A datalogger or system DVM can
safely measure the isolated voltage as being representative of the
actual resistance of the device under test.

for continuous operation 24Hr/7day. Dual stage
isolation provides safe power for 620 series Igniter Tester

without batteries. It’s proven “Medical
Safety 3 KV Isolation” technology is used in monitoring human
patients wired to electrical instrumentation. This field tested option is
presently running in over 50 AMPTEC 620 series igniter testers in
U.S. Anti-Ballistic Missile systems (24Hrs/7).

Option "110" ( )

Option "300"

Option "401"

Option "403"

Option “620-ISO” Isolated Analog Output

Option "247"

Mounted on the 620A4 top lid

-

Test Lead Pouch

Gold Plated Four Terminal Kelvin Clip Test Lead Set

Single Pointed Handheld Probe Set

4 Terminal Kelvin Mini-probes
Each probe has two spring loaded, gold plated, steel tips

to safely
run continuous 24 Hrs/day

Option “290” Alligator Test Lead Set

Option "300"
Kelvin Clip Test Leads

FED SWIFT delivery programEX

Phone +01 (512) 858- 4045 FAX +01 (512) 858-4340 www.amptec.com
10900 Research Blvd. PMB-1, Ste# 160-C Austin, TX USA 78759 email info@amptec.com

Approved for use
on all Non-Nuclear
U.S.A.F Munitions
detonators and
explosive devices.

(NSN 6625 -01-460-
1499NM)

5mA 0.5mA 50 A 5 Aµ µ
8mA 1.5mA 20150 A Aµ µ
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