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Calibration/Maintenance access screws

Gold 5ive Way Connectors

or

Beveled Display Hood

- remove to have
access to the internal electronics for repair or calibration.

- for

Power On OFF/
Charging Switch prevents the eous use of both.

. and Super Bright LED Display
readable in sunlight.

. - locks secure whenever needed.

. (s) in lid & under the front
plate, provides a water tight seal.

- press palm down on lid
corner to open - helps provide a waterproof seal (closed).

Padlock Hole
Water Resistant O-ring seal

. Tight Squeeze Flip Latch Area

Purge Valve
Handles

Minus sign

Fuse Access

13. Battery Charger Connection
Off

UL listed
14. US N.I.S.T Traceable calibration

CE

- Air Pressure Equalization after transit.
- see item #1 then lift for calibration access, not to

be used to carry unit around.
test lead hookup (i.e.

Alligator leads, Single Pointed Handheld Probes etc) easy
connect to wires, lugs or banana leads .

The
to the USAF Munition Safety Board Approved

AMPTEC 620A-4 Igniter Circuit Tester.
. - indicates “low battery level” time to connect

the battery charger (which will only charge when unit is off).
. - for general operation (2 ampere slow blow)

: Power Switch must also be
in the position to recharge the batteries. Universal input
Voltage 100 VAC to 240 VAC Charger is .

Unit includes , tamper
resistant calibration sticker and is Marked.

measurement circuitry used by the AMPTEC 620A-
4R is identical

. Resistance Ranges - 20 , 200 , 2.0K , and 20 K -
silicone boot provides water-resistance switch cover ( LED
indicates the selected range).

simultan

620A-4R Water-Resistant Igniter Circuit Tester / Failsafe Digital Ohmmeter

Phone (512) 858-4045 FAX (512) 858-4340 http://www.amptec.com
10900 Research Blvd. PMB-1, STE # 160-C
Austin, TX 78759 email sales@amptec.com

Specifications

620A-4R Ruggedized Igniter Tester Features
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WATER - RESISTANT
IGNITER TESTER

620A-4R Versatility and Value

The AMPTEC 620A-4R (see diagram on the
left) has the flexibility for a multitude of
squib test uses from fire control systems on
commercial aircraft to warhead or rocket
motor squibs. The AMPTEC 620A-4R
comes self-contained with it’s own test leads,
Universal Input battery charger (100 VAC -
240 VAC), operator/maintenance manual,
United States N.I.S.T. Traceable Calibration
Certificate, Mfg. Certificate of Compliance
and CE mark. One set of test leads are
included, normally the alligator clip leads,
however the user may substitute the "OP401"
Gold Plated Handheld Single Pointed Kelvin
Probes in lieu of the alligator clip test leads.
The 620A4-R is

and comes
with a spring loaded protective cover for the
battery charger input jack.

IP53 Ingress Protection
Dust and Water resistant rated
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VOLTAGE

VHI

VLOW

CURRENT

HI

LOW

Spring Loaded Protective
Battery Charger Access Cover

620A-4R WATER - RESISTANT
IGNITER TESTER
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<8mA

* AMPTEC ACCEPTS VISA/MASTERCARD CREDITCARD PURCHASES

Accuracy:

Failsafe Current : <

Display:

Terminal Configuration:
Overload Indication:
Maximum Input:
Operating Temperature Range:
Temperature Coefficient:

Conversion Rate:
Power:

Size:
Water and Dust Resistant to IP-53 ( )

Weight:

(180 days 25°C ± 10°C) ± 0.02% of reading
range for 20 ohm through 20 Kohm ranges.

8 mA - 20 Ohm range, < 1.8 mA - for
200 range, < 180 µA for 2.0 K range and < 20µA for 20
K range.

4½ digit ( ) SuperBright L.E.D. - 20,000
counts,

Four-wire Kelvin to Clip ends
Display flashes

250 VDC or peak AC without damage
0°C to 50°C

±.002% per °C (from 0°C to
15°C and 35°C to 50°C)

Approximately 3 per second
Rechargable Ni-Cad batteries (5.0 Ahr) & Charger

(115 VAC 50-60 Hz)

295mm/11.5" D x 335mm/13.5" W x 155mm/6" H
case closed , water

proof to 4 foot depth lid closed.
12lbs NET 15 lbs shipping

± 0.02% of

Display is visible in direct sunlight.

4.8 VDC - 4 ea. 1.2 V Ni-CADS
5 to 95%, waterproof to 3’ depth when closed

Max. Internal Voltage:
Humidity :

* specifications subject to change

Order Information

AMPTEC 620A-4R Igniter Tester . . . . .
Option “OP-401” Handheld Probe Set . . . .
Option “OP-430” Connector Adapter . . . . . .

FED SWIFT delivery programEX
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